
Depending on confi guration Available  Width (mm) With

Depth Weight max in version min max tips

Model E / 2
(mxs of 4 to 6 t)

950 mm 255 kg
sand blade 150 300 yes

clay blade 150 450 no

Model F / 3 
(mxs of 6 to 9 t)

1100 mm 370 kg
sand blade 150 350 yes

clay blade 150 500 no

 Width (mm) Depth* (mm)  Weight (kg)

Model E / 2
(mxs of 3,5 to 5,5 t)

200 to 400 900 200 to 260

Modèle F / 3
(mxs of 5,5 to 9 t)

200 to 450 1100 276 to 332

K l a c  m a r g u e r i t e  T R I O  R A N G E
K l a c  c i t y  R A N G E

Klac city

T H E  T O W N 
B U C K E T

Klac c i ty  i s  the  idea l  complement  o f  the  K lac  marguer i te . The 
spec i f ic i ty  o f  u rban works  is  the  presence o f  cab les  and p ipes , not 
a lways  easy  to  loca te . 

The so lu t ion  is  the  K lac  c i ty, an  a t tachment  tha t  a l lows nar row 
t rench ing whi le  prov id ing  a  clever  so lu t ion  to  the  clogg ing prob lems! 
A l l  th is  wi th  an  in teres t ing  capac i ty  and an u t i l i sa t ion  tha t  does  not 
endanger  the  ex is t ing  p ipes .

4t 9t

•  H inged bot tom fac i l i ta t ing 
e jec t ion  o f  ear th  (can be  b locked 
i f  necessar y )

•   S i len t  thanks  to  the  shock 
absorbers

•  Reduced wid ths  poss ib i l i t ies , 
f rom 210 mm 

•  Notched pro f i le  adapted 
to  re lease  p ipes

Klac marguerite
TRIO

T H E  C O U N T R Y S I D E 
B U C K E T

T E C H N I C A L  F E A T U R E S T E C H N I C A L  F E A T U R E S

The pr inc ip le  o f  b lades  superpos i t ion  (3  b lades  sand or  clay )  a l lows 
to  increase the  charg ing  capac i ty  a l though ver y  nar row widths 
( inaccess ib le  to  ex is t ing  buckets , due to  so i l  clogg ing prob lems) .

The cost  reduct ion  rea l i zed  by  a  nar row t rench ing o f fe rs  a  qu ick 
re turn  on  investment .

Trio indivisible 
structure 
(weldox)

3 sand 
blades, with 

tips: better 
performance 

with hard 
ground (hardox)

3 clay blades, 
for sticky soils  
(hardox)

Mass improving  
the lever arm 

Fulcrum pin of the 
bucket bottom

4t 9t

•  Capac i ty  2 , 5  t imes super io r  than 
a  t rad i t iona l  bucket  o f  the  same 
width

•  An economic  and env i ronmenta l l y 
f r iend ly  so lu t ion

•  B lades  pro f i le  des igned to  g ive  a 
clean cut  wi th  min imal  damage 
a t  ground leve l 

•   No bucket  s ide  p la tes  making 
easy  the  bucket  d ischarge (clay 
b lade)

•   Ver y  easy  change o f  b lades 

Klac marguerite
SOLO

T H E 
P O LY VA L E N C E

T E C H N I C A L  F E A T U R E S

Min i  excava tors  have done a  lo t  on  job  s i tes  over  the  las t  20 years  to 
mechan ize  tasks  and make them easyer  fo r  the  opera tors . The idea l 
wou ld  be  to  make your  ba lance boom as  ag i le  as  a  hand!

To  grab a  shove l , a  rake ,a  spade, a  sweeper… This  i s  exact ly  wha t 
K lac  marguer i te  o f fe rs  you, a  rea l  too l  ho lder !

Quick hitch top 
plate (available 
for all Klac range 
of couplers) 

Silent -blocks 
absorbing the 
movement and 
avoiding noise 
due to the shock 
of the blades at 
the end of the run

Hinged bottom of 
the bucket

Fixation structure 
for tools (simply 
by pin)

Conexion 
bolted plates 

for rear frame 
(transformation to 

DUO version)

Support to 
lay down Klac 

marguerite during 
the tool change

0,8t 9t

•  Nar row t rench ing, wi thout  so i l 
clogg ing 

•  Ver y  easy  change o f  too ls  

•   Sav ing  o f  fue l  and mater ia ls

•   H igh-y ie ld  e las t ic i ty  s tee l  par ts 
and ant i -abras ive  b lades , fo r  more 
s t rength 

•  D ischarge he ight  improved

•  The most  s t icky  clays  are  eas i l y 
removed

K l a c  i n d u s t r i e  S A S
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Less fuel consumption, less transport for the materials to evacuate and retreat, 
less cost for substi tute materials, so many reasons to be environmentally 
friendly !  

When the width of the trenching is less than the width of a truck t ire the r isk of 
soi l  deformation is considerably reduced.

Compatible with al l  Klac range of hitches.

*Depth limited to 900mm for 250mm width and less - Depth limited to 1100mm 300mm width and less
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Sand blade & clay  b ladeKlac marguerite
DUO

T H E 
P E R F O R M A N C E

T E C H N I C A L  F E A T U R E S

Carr y  out  t rench ing o f  100 or  200 mm wi th  a  bucket , i s  not  a  prob lem 
anymore!  Thanks  to  the  K lac  marguer i te  DUO vers ion , i t  i s  now 
poss ib le  to  d ig  nar row t rench ing wi thout  ear th  clogg ing, increas ing 
your  product iv i ty  a t  the  same t ime.

Quick hitch top 
plate (available 
for all Klac range 
of couplers)

Rear frame made 
of high yield 

elasticity steel

Bolted conexion  
plates (high 

flexibility and 
stregth)

Support to sustain 
Klac marguerite 
during  the tool 

change

0,8t 4t

•  Loading capacity approximately the 
double of a tradit ional bucket of the 
same width

•  Saving of fuel and materials

•  Uses the bucket cyl inder (more 
eff icient than the balance boom 
cyl inder)

•  Blades prof i le designed to give a 
clean cut with minimal damage at 
ground level

•  No bucket side plates making easy 
the bucket discharge (clay blade)

•  Very easy change of blades

Depending on confi guration Available  Width (mm) With

Depth Weight max in version min max tips

Model C / 0
(mxs of 1 to 2 t)

570 mm 55 kg

sand blade 100 250 yes

sand blade 100 350 no

excavation blade 200 500 no

Model D / 1
(mxs of 2 to 4 t)

750 mm 95 kg

lame sable 100 250 yes

clay blade 100 400 no

excavation blade 200 550 no

K l a c  m a r g u e r i t e  D U O  R A N G E

F O C U S  O N

Klac manip

Klac manip, the  solut ion for  a l l  your  handl ing (p lants , logs, pole , p ipes…).

This  a t tachment  i s  conven ient  and easy  to  ins ta l l . I t  works  wi th  the  bucket 
cy l inder. No hydraul ic  connect ion , so  no  r i sk  o f  tear ing  away the  hose whi le 
work ing  wi th  branches .
(Not suitable for rockfill).

Klac manip i s  ava i lab le  fo r  1 t  to  9 t  mach ines
(4  mode ls ) .

Opening of jaws (E) : from 800 to 1600 mm*
Width (L) : from 500 to 950 mm*

*according to the model

Weight* (kg) C / 0 D / 1 E / 2 F / 3 Materials

Solo structure 16 kg 29 kg 61 kg 90 kg weldox

Clay blade 10 kg 19 kg 40 kg 52 kg hardox

Widths from 100 to 450 mm, depending on model

Sand blade 13 kg 22 kg 37 kg 56 kg hardox

Widths from 100 to 350 mm, depending on model

Excavation blade 22 kg 35 kg 70 kg 100 kg hardox

Widths from 250 to 700 mm, depending on model

Spade blade 23 kg 37 kg on request on request hardox

Klac cut 8 kg 12 kg 33 kg 55 kg hardox

Klac ripper 5 kg 9 kg 32 kg 51 kg weldox

Klac rake 30 kg 48 kg 100 kg 120 kg hardox

Klac sweeper 33 kg 33 kg on request on request

K l a c  m a r g u e r i t e  S O L O  R A N G E

Others  accessor ies

Klac cut
Cut around trees and stumps 
before l i f t ing. The teeth 
al low to saw the main roots, 
without excavation.

Klac ripper
Permit to real ize demolit ion 
works adapted to the size of 
your machine.

Klac sweeper
Finish the access to works. 
2 springs insure the 
necessary working pressure.

Klac rake
Finish the job site and 
gardens. Exclusive system 
against soi l  clogging.

Klac marguerite
SOLO

F O C U S  O N

The blades

Sand blade

Working effect ively in free 
f lowing sandy soi ls, with 
t ips for better digging.

Clay b lade

Perfect to work  in st icky 
soi ls, easi ly discharged: 
output improved.

Excavat ion b lade

Designed to increase 
productivi ty and also for 
precision work.

Spade blade

Pull  up small  trees without 
damaging the roots.

*maximum weight

Tools are fixed 
simply by pin

Thanks to  the possib i l i ty  of  easy change of  b lades, many combinat ions 
are  possib le .  The  Klac marguerite can  adapt  to  any  wid th  ( f rom 100 mm!) 
and to  a l l  work  cond i t ions : s t icky  so i l s  o r  f lowing sandy so i l s  (a l l  k ind  o f 
hardness  and humid i ty ) , rocks , roo ts…

In DUO vers ion  ( f ront  f rame + rear  f rame) , the  Klac marguerite comes wi th  2 
clay  b lades  and 2 sand blades  o f  your  cho ice . 

A l l  o ther  accessor ies  are  ava i lab le  as  opt ions .

QUICK AND SIMPLE 
TRANSFORMATION INTO  
Klac marguerite SOLO

Standard bucket Double  product iv i ty

(E)
(L)
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